
REPA TESTIMONIALS

I had a boiler leaking in a hotel 
on Xmas Eve. With no chance of replacing 
the boiler as it was peak demand time for 

the hotel and they could not do without the 
boiler. I spoke to Brian in Aquatech about 
the situation and he recommended using 
Repa-Boiler leak sealer, which he said can 
stop water leakage of up to 800L per day. I 
tried it out of desperation but I did not feel 

too hopeful. After a couple of hours my leak 
was reducing and before I knew it, it had 
stopped completely that was 2 years ago 

and the same boiler is still in place. 
- Ger Sweeney. Plumber Cork.

I have used 
many leak sealers in my life 
as a plumber but none can 

match REPA! 
It might be a bit more 

expensive but it gets the job 
done. Once it is done 

no call backs.
- Paul. Plumber Limerick. 

Aquatech Heating Solutions, Unit 27 Togher Industrial Estate, Togher, Cork, Ireland, T12 EY28.

+353 214319984 www.aquatech.ie info@aquatech.ie

In fairness the cheap ones I’ve 
never seen them work. 

Repa-R is the only one I’d use.
Had one aunt in law thats half broke. 3 rads 
pin holed. 300 euro worth of rads. 70 euro 

bottle of REPA and all sealed. Still holding 2 
years later. Handy cheap solution.

- boards.ie

CORROSION INHIBITOR & CLEANER

Before After



200 Ltr./Day

10 bar

1200 °C

800 Ltr./Day

10 bar

1200 °C

REPA-BoilerProperties:
Waster loss

Applicable for steel, iron, copper and plastic material

Permanently creates a seal 

Resistant to ageing

Resistant to pressure up to

Resistant to temperature up to

Resistant to chemicals

Non-toxic

Unlimited storage time

Sensitive to frost

Applications Instructions:
Establish water volume of heating installation

Remove �lters and dirt seperators

Start operation of heating system and circulation pump

Open all under�oor and radiator valves fully

Vigorously shake the contents of the bottle and pump it undiluted  
into the heating system (1 litre REPA : 200 litres water)

Bring the heating installation up to normal operating pressure 
and temperature

Remove all air from pump(s) and heating system completely

After approx. 5 hrs put the heating system back into normal operation

Rinse any tools or skin that has come in contact with REPA immediately

Important Instructions:
After a max of 4 weeks, remove all REPA leak sealer products from the 
system and �ll the system with applicable volumes of corrosion inhibitor 
and water
It is essential that the heating system and circulating pump are running
in order for REPA to properly circulate throughout the system.
Heat and time assists the sealing process. The sealing process can 
take up to a few days

 

Do not use the sealing agent in heating installations �lled with
corrosion inhibitor or any other chemical agent or it will not work 

Heating systems that are heavily sludged with iron oxide or other foreign
matter should be power �ushed to give the chemical the best chance of
sealing properly

Unlimited shelf life under frost-free conditions

10 Ltr./Day

10 bar

1200 °C

REPA-Therm

REPA-Therm

REPA-Therm

REPA-R 200

REPA-BoilerREPA-R 200

REPA-BoilerREPA-R 200

Establish water volume of the heating boiler

Separate heating boiler from the other heating installation
(Create a small bypass pumped circuit) 

Heat the boiler for approx. 4-5 hours to operating temperature of
approx. 60°C

Repa-Therm, Repa-R 200, Repa-Boiler
Liquid Sealing Agents For All Heating Installations

CORROSION INHIBITOR & CLEANER

• Heating water treatment according to VDI guideline 2035
• Corrosion inhibitor suitable for steel, aluminum, 

brass, plastic and copper
• Particularly suitable for underfloor heating systems 

with plastic pipes
• Compatible with antifreeze

• Prevents deposits of CaCO3 through 
the balance of hardening agents

REPA-KS
Protective Agent Against Corrosion 

In Heating Installations

• Heating cleaner for removing rust, lime and sludge deposits
• Gently cleanses during operation

• Cleaning of old and new heating systems
• Suitable for all materials used in heating systems

• Increases system performance
• Reduction of energy costs

• Extends the life of heating components

REPA-Clean
Light-Duty Heating Installation Cleanser
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